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Surface Mount, Swivel Bracket, Pole Mount
Asymmetric Wide
Wireless (ZigBee) / Sensor (Daylight)

Mounting Option   
Light Distribution
Control System

Cast Aluminum
Tempered Glass 3.2T (Clear)
Powder Coating

Body                          
Cover  
Finish

LED Flood Lighting - Area Flood Lighting

WPWAPA

High Luminous Efficacy 125 lm/W

Wireless lighting control
Easy replace & Install
Multi-Functional

Application
Wall Pack, Billboard, Roadway, Parking lot

Specification

Model Power Luminous Efficacy Color Temperature CRI Weight Life Time Input Voltage Operation Temperature  

WP050

WP075

WP100

50W 

75W 

100W 

125 lm/W

3.2 Kg / 7.1 lb

4.2 Kg / 9.3 lb

4.2 Kg / 9.3 lb

Luminous Flux

6,250 lm

9,375 lm

12,500 lm

4000K, 5000K 80 Ra 50,000hrs AC100~277V
AC100~240V

-30°C ~ 60°C
-22°F ~ 140°F

Photometry

Dimension

IP 66

15.4"(390mm) 4.4"(110.5mm)

9.5"(242mm)

21.8"(552mm) 4.0"(101mm)

10.3"(261mm)
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-  Max Cd: 351˚ H

[ WP100 / 5000K ]

• WP050 • WP075/100 

The above specifications are based on August 2014 / It may be altered without notice. 

more details of GeSS at p.36

* Tolerance : ± 5%

* *


